
What is Graff-Ex?: 
Graff-Ex breaks the graffiti up without dissolving 
it. This prevents the graffiti from soaking into the 
wall. The blistered flakes of paint are then easily 
removed with a dry cloth, spatula, or wire brush. 
Rinse the surface with water or solvent. 
Graff-Ex contains no chlorinated solvents and 
without methylene chloride.

Benefits:  
•  Effective against most forms of graffiti, not just

spray paints and felt tips, but also varnish, and
various sealants.

•  Removes paint by releasing the coating from
the surfaces rather than dissolving it thereby
preventing penetration into porous surfaces like
brickwork, and causing ghosting.

•  Suitable for both indoor and outdoor use.

Directions:   
Spray from 20 cm on the surface to be treated. 
Leave Graff-Ex to work for 15-30 minutes. When 
blisters appear, this means that Graff-Ex is 
working. Wipe or scrape away the loosened 
substance. Use a dry cloth or wire brush to 
completely remove residues from the surface. Rinse 
the surface with water or solvent.

NB. Not suitable for use on solvent sensitive 
materials such as plastics and painted surfaces, as 
damage is likely to occur.

Applications:  
Graff-Ex is suitable for removing graffiti from bare 
metal, brick, concrete, breeze blocks, stone, bare 
wood (untreated), polyethylene and polypropylene. 
If unsure test on an area out of sight.

Graff-Ex  Professional Grade Graffiti Remover
for Porous and Non Porous Applications.

SGI Industries Ltd. 17 Maybrook Road, Minworth, Sutton Coldfield, West Midlands. B76 1AL 
Tel: +44 (0)1403 782570    Fax: +44 (0)1403 786739    info@sgiindustries.com    www.sgiindustries.com

Technical:   
Appearance.  White gel
Fragrance.   Low solvent
Propellant.   Hydrocarbon
Delivery system.    Aerosol.

SUPER EFFECTIVE 
AND FAST ACTING 
GRAFFITI REMOVER

GRAFF-EX
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Graff-Ex is a super effective and fast acting graffiti remover for paint, varnish, 
ink and gasket in an aerosol. Graff-Ex can be used on hard surfaces to 

remove oil based paints, varnish, graffiti and various sealent. Graff-Ex is 
suitable for all types of metals, concrete, ceramic tiles and wooden surfaces. 
Suitable for both indoor and outdoor use. Graff-Ex is not suitable on some 
solvent sensitive surfaces, including painted surfaces, plastics, vinyl and 

fiberglass. If unsure test an area out of sight.  

 APPLICATIONS 
Shake well before use, hold the aerosol 20 cm from the surface to be treated. 

Leave the Graff-Ex to work for 15-20 minutes. When blisters appear, this 
means that the Graff-Ex is working. Wipe or scrape away the loosened 

graffiti. Use a dry cloth, or wire brush to completely remove residue from the 
surface. Repeat if required. Rinse the surface with water or solvent.  

 PRECAUTIONS 
Danger: Repeated exposure may cause skin dryness or 
cracking. Extremely flammable aerosol. Pressurised 
container: may burst if heated. Causes serious eye 
irritation. Keep away from heat, hot surfaces, 
sparks, open flames and other ignition sources. 
No smoking. Do not pierce or burn, even after 
use. Wash hands thoroughly after handling. IF 
IN EYES: Rinse cautiously with water for several 
minutes. Remove contact lenses, if present and easy to 
do. Continue rinsing. If eye irritation persists: Get medical 
advice/attention. Protect from sunlight. Do not expose to 
temperatures exceeding 50° (/ 122° F 
Keep out of reach of children. If medical advice is 
needed, have product container or label at hand. 
Composition according to the E.C. guide lines: 
Aliphatic hydrocarbons > 30% 
Emergency number: +32 70 245 245 
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